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Frame Assembly 

1. Insert the center joint into one of the ½ horizontal frames (B) and fasten it with the two M5x15 screws (H).  
2. Insert the other ½ horizontal frame piece to the center joint and fasten also using two M5x15 screws. 
3. Repeat steps 1 and 2 for assembling the second horizontal frame. 

                                      Push                  Push 
 
 
 
                                          
 
 
 

 
4. Insert the elbow joint (A) into each end of the horizontal frames (B) as shown below. 

 

 

 
 

 
 

 

5. Insert the two vertical short frames (C) into the elbow joint (A). 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Horizontal long frame (B) 
 

Vertical short frame (C) 

Horizontal long frame (B) Elbow Joint (A) 

push push 

Elbow Joint (A) 

Vertical short frame (C) 

Horizontal frame 

Center Joints 
Top right Frame Top left Frame 
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6. Join the remaining horizontal long frame (B) with the frame built in the previous steps as shown below.  

 

 

 

 

 

 

  

 

 

 

 

 
 

7. Make sure all four corners are properly in place to form a perfect square. Then fasten the four angles with 
the M5x15 Screws (H).  

 

 

 

 

 
 
 
Screen Material Installation 
1. Lay the screen material completely flat with the front facing down on a clean surface in a horizontal position. 

The back side of the screen material should be placed upwards.  

Note: The back side of the material has the velcro borders all around the edges. 

 

2. Carefully and gently place the assembled frame on top of the screen material as shown below. Make sure to not 

allow the angle edge of the frame to come in direct contact with the screen material to avoid puncturing it. 

 

Horizontal Long frame (B) 

Four corners join correctly to form a perfect 
square. Use the included screwdriver to 
fasten the M5x15 screws (H) into each 
corner by aligning the frame screw holes to 
the holes in the elbow joint (A). 

push push 
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NOTE:  Make sure the bottom edge trim with the Elite Screens logo is installed on the correct side.  The back of 
the material should be labeled with a DOWN sticker to indicate the material is facing in the down position. The 
Elite Screens logo should be installed on the DOWN side 
 
3. After properly aligning all trim pieces, carefully remove trim piece A (see Figure 3 below). Remove the inside 

backing of the tape and place the trim piece in its original position on the frame. Repeat this step for the 
remaining trim pieces in the following order: 
B-C-D-E-F. 

 
 
 
  
  
 
 
 
 
 
 

4. After the bezel trim has been installed, place a corner sleeve (K) on all four corners. Begin by aligning and 
adjusting the corner sleeve through the front of the screen. Make sure the corner sleeve completely wraps the 
edge of the bezel trim. This should cover any corner gaps. 

 
 

                                 
 
 
 
 
 

                               
 
Once all corner sleeves have been snapped into each corner of the frame, it is ready to be installed. 

Trim 
strip 
 

Front Side 

Back Side 

Front side 

Back side 

TIP:  
Align the trim starting 

from the center to reduce 
gapping. Any gaps left at 

the corners will be 
covered by the corner 

sleeves. 

The front side of the frame with trim pieces attached. 

A     B 

F C 

D E 

Corner gap 
will be 
covered by 
the corner 
sleeve (K). 
 

Figure 3 

Figure 2 

White area 
signifies 
corner gap. 
 

White area 
signifies 
corner gap. 
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Frame Assembly 

1. Insert the center joint into one of the ½ horizontal frames (B) and fasten it with the two M5x15 screws (G). 
2. Insert the other ½ horizontal frame piece to the center joint and fasten also using two M5x15 screws. 
3. Repeat steps 1 and 2 for assembling the second horizontal frame. 

  
 
    Push                   
 
 
 
 
 
 
 
 
 

4. Insert the elbow joint (A) into each end of the horizontal frames (B) as shown below. 

 

 
 

 
 
 

 

 
 

5. Insert the two vertical short frames (C) into the elbow joint (A). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Horizontal long frame (B) 
 

Vertical short frame (C) 

Horizontal long frame (B) Elbow Joint (A) 

push push 

Elbow Joint (A) 

Horizontal frame 

Center Joints 
Top right Frame Top left Frame 

Push 
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6. Join the remaining horizontal long frame (B) with the frame built in the previous steps as shown below. 

 

 

 

 

  

 

 

 

 

 
 
 
 

7. Make sure all four corners are properly in place to form a perfect square. Then fasten the four angles with the 
M5x15 Screws (G).  

 

 

 

 

 

 

Horizontal Long frame (B) 

Four corners join correctly to form a perfect 
square. Use the included screwdriver (J) to 
fasten the M5x15 screws (G) into each 
corner by aligning the frame screw holes to 
the holes in the elbow joint (A). 

push push 
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6. If the material is too loose or tight after adjusting all four corner sides, then you will need to reattach the material.  

Please follow the steps below to properly remove the screen material from the frame. This procedure will ensure 
prolonging the life of the screen material. 

 
Screen Material Removal 

1. Detach the velcro from the frame.  
2. Gently pull back the material to release it from the velcro connections on the corners  

 

 

 

 
 
 
 

Pull back the screen material from 
the velcro connection along the 
edges of the frame to detach it. 

The key is to attach within the 
middle sections of 1 and 2. Then 
continue attaching the remaining 
unattached areas. 

Repeat the same steps on 
remaining three sides in the 
sequence A, B, C, and then D as 
show below. 

Attach in the following sequence: a-b-c-d 

B 

A 

C 
D 
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Edge trim Installation  
Included is an ultra-thin black edge trim that provides an elegant bezel finish 
 
 

 
 
 

 
1. Place the assembled frame on a flat and clean surface. The projection screen surface should be facing up.  

a. As an option, Black Tape is supplied to cover any possible gaps between the pieces of the bezel trim. Align 
the tape with the edge of the screen, as shown in Figure 1. Once properly aligned, apply the black tape to 
the center of the top and bottom of the screen material. 

 
 
 
 
 
 
 

Figure 1 
 

Edge trim x 6 PCS 
 Black tape x1pcs 

 

Screen Material 
 

The black tape 
 

Plastic corner sleeve x4pcs 
 x4pcs 
 

The black tape 
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2. Without removing the adhesive tape, place all the trim pieces along the edge of screen material. Adjust the trim so 
that the top and bottom trim pieces are touching and show no gaps in the center. (Note: The Elite logo should be 
positioned on the bottom right). Refer to Figure 2 below for a visual reference. 

 
 
 
 
 
 
 
 
NOTE:  Make sure the bottom edge trim with the Elite Screens logo is installed on the correct side.  The back of the 
material should be labeled with a DOWN sticker to indicate the material is facing in the down position. The Elite 
Screens logo should be installed on the DOWN side 
 
3. After properly aligning all trim pieces, carefully remove trim piece A (see Figure 3 below). Remove the inside 

backing of the tape and place the trim piece in its original position on the frame. Repeat this step for the remaining 
trim pieces in the following order: B-C-D-E-F.  

 
 
 
 
 
 
 
 
 

        
4. After the bezel trim has been installed, place a corner sleeve (N) on all four corners. Begin by aligning and 

adjusting the corner sleeve through the front of the screen. Make sure the corner sleeve completely wraps the edge 
of the bezel trim. This should cover any corner gaps. 

 

 
 
 
 
 
 

 
Once all corner sleeves have been snapped into each corner of the frame, it is ready to be installed. 

Front side 
 

Trim 
strip 
 

Front Side 
 

Back Side 
 

A     B 

F C 

D E 

Back side 
 

Figure 2 

Figure 3 

The front side of the frame with trim pieces attached. 

TIP:  
Align the trim starting 

from the center to reduce 
gapping. Any gaps left at 

the corners will be 
covered by the corner 

sleeves. 

Corner gap 
will be 
covered by 
the corner 
sleeve (N). 
 

White area 
signifies 
corner gap. 
 

White area 
signifies 
corner gap. 
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Make sure all parts are included before commencing frame assembly. 

 

Hardware and Parts List 

��  Edge Trim A ��  Long Center Joints b ��  Elbow Joints a ��  Support bar 

��  Frame A ��  Short Center Joints ��  Elbow Joints b ��  Spring a 

��  Wall Bracket �
  M4x4 Screws ��  Elbow Joints C   Spring b 

��  Anchor ��  M5x6 Screws ��  Corner Cover   Fiberglass rod 

�	  Wood Screws ��  Edge Trim B ��  Frame C   Screen material 

�
  Long Center Joints a ��  Frame B ��  Edge Trim C   Black backing cloth 

 

  

23 

22 

21 

24 

Exploded View of Aeon Frame 

Wall installation 
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SCREEN INSTALLATION 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

��  frame B 

���� Frame C 

��  frame B 

���� Frame A 

���� Frame A 

���� Frame C 

 

1. 
�
  Long Center Joints a 

 

��  Long Center Joints b 

��  M5x6 Screws 

��  M5x6 Screws 

��  Elbow Joints b 

��  Elbow  
Joints a 

 
 

2. 

Note: the support bar is mounted in the upper and lower border 
splicing direction as shown on the right  

1.Loosen the screw on the 
support bar (the connecting 
piece can slide). 

2.Adjust the connector to 
align its hole position with 
the border hole position. 

3.Fix with �
  M4X4 screws. 

Frame 

M4x4 
screws 

Support 
bar 

1. Frame Assembly 

 

2. Center Support Bar Installation 
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Dimension table of black backing cloth 

Screen size Fabric height Fabric width  
�������  ́ 1345 mm 2410 mm 
�������  ́ 1532 mm 2742 mm 
�������  ́ 1656 mm 2964 mm 
�������  ́ 1843 mm 3296 mm 

 

1. Put the black backing cloth on the sheet, then put the frame on the black backing cloth. (Velcro part face up) 

                     

 

2. Stick the four corners of the black backing cloth to the Velcro �R�Q���W�K�H���I�U�D�P�H���D�F�F�R�U�G�L�Q�J���W�R�����:���:���:�����L�Q��
sequence (Fold back black backing cloth to the back of the frame), the black backing cloth and the Velcro sticked 
together, then press with hands to make it more compact.  
(Please noticed that the four sides of the black backing cloth can't go beyond the range of Velcro.) 

 

24 

Black backing cloth 

3. Black Backing Cloth Installation 
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3. Do the same way for middle side of the frame, stick the middle of the black backing cloth to the Velcro on the 
�I�U�D�P�H���D�F�F�R�U�G�L�Q�J���W�R�����:���:���:�����L�Q���V�H�T�X�H�Q�F�H�����W�K�H���E�O�D�F�N���E�D�F�N�L�Q�J���F�O�R�W�K���D�Q�G���W�K�H��Velcro sticked together, then press 
with hands to make it more compact, and finished the installation of black backing cloth. 
(Please noticed that the four sides of the black backing cloth can't go beyond the range of Velcro.) 
 

 

 

 

 

 
�5��Unrolling the screen material  
Two people recommended 
 

 

 

 

 

 

 

 
 
 
 

 

 

Back side of screen material 

Weighted object 

 

Back side of screen 

Note: Backside facing up 
(frontside facing down) 

Front side of screen 

 Clean surface area 

ATTENTION: Put the gloves on when handling the screen material to avoid touching it with your bare hands.  

1. Put on the supplied pair of white gloves.  
This is to avoid leaving oily handprints on 
the screen surface which are not 
removable. 

 
2. Remove the screen material from the tube 

and place a small suitable weighted object 
at the end of the material. 

 
3. Lay the material face down, two people 

carefully lift the rolled end and slowly 
rotate the material clockwise. 

 
4. Insert the corresponding fiberglass rods on 

thru the sleeves on the edges of the 
material.  

4. Screen Material Installation 
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Spring Attachment Method 

First hook one end of the spring in the 
frame slot, then hold the screen around 
the frame to pull, and finally use the 
spring hook to pull the spring hook in the 
screen hole.  

 
 
 

  

1. Carefully and gently place the assembled 
frame on top of the screen material.  
DO NOT allow the angle edge of the frame to 
come in direct contact with the material to 
avoid puncturing it. 
 
2. Adjust the distance between the edge of the 
�I�U�D�P�H�� �D�Q�G�� �W�K�H�� �P�D�W�H�U�L�D�O�� ���D���� � �� �D������ �W�R�� �������´��������
mm 
 
 

Backside of screen 

a1=a2 

a2 

Backside of screen 

a1 

3. Begin by simultaneously attaching three springs 
�L�Q���W�K�H���F�H�Q�W�H�U���R�I���W�K�H���V�L�G�H���I�U�D�P�H�V�����&�:�'�����D�Q�G���U�H�S�H�D�W��
�I�R�U���W�R�S���E�R�W�W�R�P���I�U�D�P�H�V�����$�:�%������ 
 
4. Then, simultaneously attach the springs from 
the center to all corners. (Leaving only the four 
corners. 
 
5. Finally, attach the springs at the four corners 
���(�:�)�:�*�:�+����  
 

Backside of screen 

  Fiberglass rod a1 = a2 �„  35mm 

 

Backside of screen 

 

22 

Note: Please install the six fiber rods into the frame 














